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NOTES:
1. Dimensions are in millimeters.
2. Unless otherwise specified, tolerance is = 0.20 mm (0.008 inch).
3. Dimensions and tolerances are for bare chips. For solder coated terminations add 0.60 mm (0.023 inch)
to the positive fength tolerance and 0.30 mm (0.012 inch) to the positive width and thickness tolerance.
4. Inch equivalents are given for general information only.

FIGURE 1. Style CDR31 capacitors.
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REQUIREMENTS:

MIL-PRF-55681/7B

Dimensions and configuration: See figure 1.

Capacitance value: See table I.

Capacitance tolerance: See table [.

Operating temperature range: -55° C to +125° C.

Product level: Non-established Reliability - C; Established Reliability - M, P, R, and S.

Marking: In accordance with MIL-PRF-55681.

TABLE i. Stvle CDR31 capacitor characteristics.

Part or Identifying Capacitance Capacitance Rated temperature and Rated
Number (PIN) 1/ pF tolerance voltage-temperature voltage

limits Vde
CDR31BP1R0B - - - 1.0 B,C BP 100
CDR31BP1R1B--- 1.1 B,C BP 100
CDR31BP1R2B - - - 1.2 B,C BP 100
CDR31BP1R3B - - - 1.3 B,C BP 100
CDR31BP1R5B - - - 1.5 B,C BP 100
CDR31BP1R6B - - - 16 B,C BP 100
CDR31BP1R8B - - - 1.8 B,C BP 100
CDR31BP2R0B - - - 2.0 B,C BP 100
CDR31BP2R2B - - - 2.2 B,C BP 100
CDR31BP2R4B - - - 24 B,C BP 100
CDR31BP2R7B - - - 27 B,C,D BP 100
CDR31BP3R0B - - - 3.0 B,C,D BP 100
CDR31BP3R3B - - - 33 B,C,D BP 100
CDR31BP3R6B - - - 3.6 B,C,D BP 100
CDR31BP3R9B - - - 3.9 B,C,D BP 100
CDR31BP4R3B - - - 4.3 B,C,D BP 100
CDR31BP4R7B - - - 4.7 B,C,D BP 100
CDR31BP5R1B - - - 5.1 B,C,D BP 100
CDR31BP5R6B - - - 5.6 B,C,D BP 100
CDR31BP6R2B - - - 6.2 B,C,D BP 100
CDR31BP6R&B - - - 6.8 B,C,D BP 100
CDR31BP7RS5B - - - 7.5 B,C,D BP 100
CDR31BP8R2B - - - 8.2 B,C,D BP 100
CDR31BPIR1B - - - 9.1 B,C,D BP 100
CDR31BP100B - - - 10 F,J, K BP 100
CDR31BP110B -- - 11 F,J.K BP 100
COR31BP120B--- - i2 F. 4K BP 100
CDR31BP130B - - - 13 F,J, K BP 100
CDR31BP150B - - - 15 F,J, K BP 100
CDR31BP160B - - - 16 F,J, K BP 100
CDR318P180B - - - 18 F,J,K BP 100
CDR31BP200B - - - 20 F,J, K BP 100
CDR31BP2208B - - - 22 F,J,K BP 100
CDR31BP240B - - - 24 F,.J, K BP 100
CDR31BP270B - - - 27 F,J,K 8P 100
CDR31BP300B - - - 30 F,J, K BP 100

1/ See footnote at end of table.
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MIL-PRF-55681/7B

TABLE . Style CDR31 capacitor characteristics. - Continued.

PIN 1/ Capacitance Capacitance Rated temperature and Rated
pF tolerance voltage-temperature voltage
limits V.de
CDR31BP330B - - - 33 F,J, K BP 100
CDR31BP360B - - - 36 F,J,K BP 100
CDR31BP390B - - - 39 F,J,K BP 100
CDR31BP430B - - - 43 F,J,K BP 100
CDR31BP4708B - - - 47 F.J,K 8P 100
CDR31BP510B - - - 51 F,J,K BP 100
CDR31BP560B - - - g6 F.J, K BP 100
CDR31BP620B - - - 62 F,J,K BP 100
CDR31BP680B - - - 68 F,J,K BP 100
CDR31BP750B - - - 75 F,J,K BP 100
CDR31BP820B - - - 82 F,J, K BP 100
CDR31BP910B - - - N F,J,K BP 100
CDR31BP101B - - - 100 F,J,K BP 100
CDR31BP111B--- 110 F,J,K BP 100
CDR31BP121B - - - 120 F,J, K BP 100
CDR31BP131B - - - 130 F,J,K BP 100
CDR31BP151B - - - 150 F,J, K BP 100
CDR31BP161B - -- 160 F,J, K BP 100
CDR31BP181B - - - 180 F,J, K BP 100
CDR31BP201B - - - 200 F,J, K BP 100
CDR31BP221B - - - 220 F,J.K BP 100
CDR31BP241B - - - 240 F,J,K BP 100
CDR31BP271B - - - 270 F,J, K BP 100
CDR31BP301B - - - 300 F,J, K BP 100
CDR31BP331B - - - 330 F,J, K BP 100
CDR31BP361B - - - 360 F,J,K BP 100
CDR31BP391B--- 390 F, 4K BP 100
CDR31BP431B - - - 430 F,J,K BP 100
CDR31BP471B - - - 470 F,J,K BP 100
CDR31BP511A - - - 510 F,J,K BP 50
CDR31BP561A - - - 560 F,J, K BP 50
CDR31BP621A - - - 620 F,J,K BP 50
CDR31BP681A - - - 680 F.J, K BP 50
CDR31BX471B - - - 470 KM BX 100
CDR31BX561B - - - 560 K, M BX 100
CDR31BX681B--- | 680 K,M BX 100
CDR31BX821B - - - 820 K.M BX 100
CDR31BX102B - - - 1,000 K,M BX 100
CDR31BX122B - - - 1,200 K,M BX 100
CDR31BX152B - - - 1,500 K, M BX 100
CDR31BX182B - - - 1,800 K.M BX 100
CDR31BX222B - - - 2,200 K, M BX 100

1/ See footnote at end of table.




MIL-PRF-55681/7B

TABLE |. Style CDR31 capacitor characteristics. - Continued.

PIN 1/ Capacitance Capacitance Rated temperature and Rated

pF tolerance voitage-temperature voltage
limits Vdc
CDR31BX272B - - - 2,700 K, M BX 100
CDR31BX332B - - - 3,300 K, M BX 100
CDR31BX392B - - - 3,900 K, M BX 100
CDR31BX472B - - - 4,700 KM BX 100
CDR31BX562A - - - 5,600 K, M BX 50
CDR31BX682A - - - 6,800 K,M BX 50
CDR31BX822A - - - 8,200 KM BX 50
CDR31BX103A - - - 10,000 K,M BX 50
CDR31BX123A - - - 12,000 KM BX 50
CDR31BX1563A - - - 15,000 KM BX 50
CDR31BX183A - - - 18,000 KM BX 50

1/ The complete PIN will include additional symbols to indicate capacitance tolerance, termination and product
level,

Custodians: Preparing activity:
Amy - CR Amy - CR
Navy - EC
Air Force - 85 Agent:
DLA-CC
Review activities:
Navy - AS, MC, OS, SH (Project 5910-1923-07)
Air Force - 19, 99
DLA-CC



